Movila QIS and G sulution fur magping

Localize GPS underground networks (electric networks, gas pipes, water pipes ...), measure depths,
localize defects and record your measurements.

Based on the mobile GIS solution ArpentGIS and the pipe and cable detectors RD8000 from Radiodetection, this
new solution will dramatically change the way you map your networks and localize defects (Cathodic Protection).

Very easy to use without any specific skills, the mobile GPS ArpentGIS solution combined to the sensor RD 8000 is

perfectly suitable for any network coating defects positioning, defects of isolating cables and all other cathodic
protection mapping workflows.

When measurements (depth and current values) are logged with the RD8000, the results are automatically recorded

and geotagged (X, Y and Z values) by GPS. A graph showing the depth or current changes is displayed in the field
while recording new data.

While measurements are done, it is of course possible to select a specific point on the GP. -handhel mEce ‘su‘lt the
results of this particular measurement and use the GPS navigation option to navigate to this target, - w0 |
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« Accurate GPS positioning and auto log of depth and current measurements
« Real time graphic display
- Depth / Distance or Time
- Current / Distance or Time
« Real time GPS positioning (VRS networks, SBAS..) or post-processing positioning. Accuracy (post-processed :
displayed in the field on the handheld —
« Sound alert option (meters interval) to help regular positioning ol »
« Data collection of point (defects...), line or area features by using specific data dictionary files. Link photo capture and GIS features
» Map view to display measurements (custom scale, distance measurements...) and background

P o files

e « Navigation options (defects search...)

»}:m: ' - « Data transfer to the GIS Viewer ArpentGIS-Expert : auto-export to Google Earth or to any
W - GIS/DAO software, data analysis...
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Creation of custom data dictionary for
network detection
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Measurements analysis with ArpentGIS-Expert







